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Scale 1.1

Sheet 1

18.04.06

© Kestrel Aluminium Systems

Lock Jamb detail OPEN IN
Thermal Rebate Door

18.04.06
E

01.10.13

Perimeter seal

Frame packers

Inside

Internal finishes

KAS636

KAS282

KAS230-C

KAS732

KAS467

KAS745

KAS465

KAS227-DOOR x 2

KAS227-DOOR x 2

70

20

56

8 7 8

3

50 18 5 36

KAS494.31

KAS741
KAS494.31

KAS538-LST

35

KAS465

KAS736
KAS735

KAS749

6

Keeps:

KAS538-JCKL (Left Hand)

KAS538-JCKR (Right Hand)

KAS538-JFKS (Top/bottom keep set)
45

53Main lock body

20

35

3

Latch

20

10.5

Bolt
Locks for single doors:

KAS538-J2HLL
KAS538-J2HLR

35mm back set
20mm forend

KAS538-LST
Lever/Lever set
92mm centres
(Requires 100mm cylinder (50/50))

Top/Bottom hooks

KAS740 KAS740

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.
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Scale 1.1

Sheet 2

18.04.06

© Kestrel Aluminium Systems

Lock Jamb detail OPEN OUT
Thermal Rebate Door

18.04.06
E

01.10.13

Perimeter seal

Frame packers

Inside

Internal finishes

KAS636

KAS282

KAS230-C

KAS732

KAS467

KAS745

KAS465

KAS227-DOOR x 2

KAS227-DOOR x 2

70

20

36

50 56

KAS494.31

KAS741
KAS494.31

KAS538-LST

35

KAS465

KAS736

KAS735

KAS749

618 5

3

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.

KAS740KAS740

KAS538-LST
Lever/Lever set
92mm centres
(Requires 100mm cylinder (50/50))

Keeps:

KAS538-JCKL (Left Hand)

KAS538-JCKR (Right Hand)

KAS538-JFKS (Top/bottom keep set)

Main lock body

45

53

20

35

3

10.5 Latch

20 Bolt
Locks for single doors:

KAS538-J2HLL
KAS538-J2HLR

35mm back set
20mm forend

Top/Bottom hooks

Rev A
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Scale 1.1

Sheet 1

18.04.07

23

5

Line of KAS60 rebate
at head/cill

70 70

Outside

Inside

© Kestrel Aluminium Systems Thermal Rebate Door

Locking meeting detail OPEN IN

KAS732

KAS636

KAS538-LST

KAS494.31

KAS736 KAS735

KAS741

KAS636

KAS732

26.5

KAS230-C

KAS227-DOOR x 2

18.04.07
F

KAS465

KAS465

01.10.13

KAS467

KAS282

KAS467

KAS282

KAS538-LST

35

KAS740 KAS740

35

Slave door must be shut 1st 
and shoot bolts thrown and 
locked before master door will 
lock into slave door 

KAS538-LST
Lever/Lever set
92mm centres
(Requires 100mm cylinder (50/50))

Main lock body 53

45

35

3

20

20

Latch10.5

Locks for double doors:

Short Lock variant

KAS538-S2HLL
KAS538-S2HLR

35mm back set
20mm forend

Slave Lock:

KAS538-SDLL
KAS538-SDLR

35mm back set
20mm forend

KAS538-SDSB175 - 175mm shoot bolt
KAS538-SDSB372 - 372mm shoot bolt
KAS538-SDSBEXT - 450mm extension

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.

M S

Top/Bottom hooks

KAS494.31
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Scale 1.1

Sheet 2

18.04.07

23

5

Line of KAS60 rebate
at head/cill

70 70

Outside

Inside

© Kestrel Aluminium Systems Thermal Rebate Door

Locking meeting detail OPEN OUT

KAS732

KAS636

KAS538-LST

KAS494.31

KAS636

KAS732

26.5

KAS230-C

KAS227-DOOR x 2

18.04.07
F

KAS735 KAS736

KAS465

KAS465

KAS467

KAS282 KAS282

KAS467

01.10.13

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.

KAS538-LST
Lever/Lever set
92mm centres
(Requires 100mm cylinder (50/50))M S

Slave Lock:

KAS538-SDLL
KAS538-SDLR

35mm back set
20mm forend

KAS538-SDSB175 - 175mm shoot bolt
KAS538-SDSB372 - 372mm shoot bolt
KAS538-SDSBEXT - 450mm extension

20

Top/Bottom hooks

45

53Main lock body

35

3

10.5 Latch

20
Locks for double doors:

Short Lock variant

KAS538-S2HLL
KAS538-S2HLR

35mm back set
20mm forend

KAS494.31

KAS494.31

35

KAS741

KAS740 KAS740

Slave door must be shut 1st 
and shoot bolts thrown and 
locked before master door will 
lock into slave door 
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Scale 1.1

Sheet 1

18.06.04

© Kestrel Aluminium Systems

Lock Jamb detail OPEN IN
Thermal Rebate Door

13.07.18

Perimeter seal

Frame packers

Inside

Internal finishes

KAS636

KAS280

KAS2301

KAS7321

KAS463

KAS745

KAS465

KAS227-01 x 2

KAS227-DOOR x 2

55

20

36

35.5 59

KAS494.31

KAS741
KAS494.31

KAS538-LST

28

KAS465

KAS736

KAS735

KAS749

615 8

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.

KAS740
KAS7411

KAS538-LST
Lever/Lever set
92mm centres
(Requires 100mm cylinder (50/50))

Keeps:

KAS538-JCKL (Left Hand)

KAS538-JCKR (Right Hand)

KAS538-JFKS (Top/bottom keep set)

Main lock body

45

53

20

35

3

10.5 Latch

20 Bolt
Locks for single doors:

KAS538-J2HLL
KAS538-J2HLR

35mm back set
20mm forend

Top/Bottom hooks



ALUMINIUM SYSTEMS
KESTREL

Scale 1.1

Sheet 2

18.06.04

© Kestrel Aluminium Systems

Lock Jamb detail OPEN OUT
Thermal Rebate Door

13.07.18

Perimeter seal

Frame packers

Inside

Internal finishes

KAS636

KAS280

KAS2301

KAS7321

KAS463

KAS745

KAS465

KAS227-01 x 2

KAS227-DOOR x 2

55

20

36

35.5 56

KAS494.31

KAS741
KAS494.31

KAS538-LST

28

KAS465

KAS736

KAS735

KAS749

618 5

3

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.

KAS740
KAS7411

KAS538-LST
Lever/Lever set
92mm centres
(Requires 100mm cylinder (50/50))

Keeps:

KAS538-JCKL (Left Hand)

KAS538-JCKR (Right Hand)

KAS538-JFKS (Top/bottom keep set)

Main lock body

45

53

20

35

3

10.5 Latch

20 Bolt
Locks for single doors:

KAS538-J2HLL
KAS538-J2HLR

35mm back set
20mm forend

Top/Bottom hooks



Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.
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19.03.09
Scale 1.8

Sheet 1 27.04.20

Single tall door - Minimum DOOR LEAF height = 2300mm

Winkhaus lock preparations - Single tall door with KAS745 Threshold
Thermal Rebate Door

Route carrier and
both polyamides.

Route carrier and
first polyamide.

Lock rebate routing legend with an 8mm router.

590

KAS538-JCKL or KAS538-JCKR

574

KAS538-TDL

KAS538-LST

16

200

140

KAS538-JFKS

K
A

S
745

41

36

97

25

753

770

95 16

30

75 16

Single Doors - Sash
125

16

Trim bottom off lock extension  & shotbolt 
forends as necessary

70

35

Single Doors - Frame

95

KAS538-JFKS

KAS732

16

KAS745

75

75

8238

20

3 
@

 Ø
12

26
.5

26
.5

1039

Crop forend to 730

KAS538-MRM KAS538-SDSBEXT
KAS538-SDSB175

KAS538-SDSB372

450 175

372

125

16

85

16

or

315

Trim bottom of forend by 145mm

See Page 18.03.06 for lock components according to door height

Trim bottom of forend by 10mm

Trim bottom of forend by 10mm



Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.

KESTREL
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Kestrel Aluminium Systems©

19.03.10
Scale 1.8

Sheet 1 27.04.20

Single tall door - Minimum DOOR LEAF height = 2300mm

Winkhaus lock preparations - Single tall door with KAS746 Threshold
Thermal Rebate Door

Route carrier and
both polyamides.

Route carrier and
first polyamide.

Lock rebate routing legend with an 8mm router.

590

KAS538-JCKL or KAS538-JCKR

574

KAS538-TDL

KAS538-LST

16

200

140

KAS538-JFKS

K
A

S
746

25

15

97

26

753

770

95 16

30

75 16

Single Doors - Sash
125

16

Trim bottom off lock extension  & shotbolt 
forends as necessary

70

35

Single Doors - Frame

95

KAS538-JFKS

KAS732

16

KAS745

75

75

8238

20

3 
@

 Ø
12

26
.5

26
.5

1039

Crop forend to 704

KAS538-MRM KAS538-SDSBEXT
KAS538-SDSB175

KAS538-SDSB372

450 175

372

125

16

85

16

or

315

Trim bottom of forend by 145mm

See Page 18.03.06 for lock components according to door height

Trim bottom of forend by 10mm

Trim bottom of forend by 10mm



Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.
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19.03.11
Scale 1.8

Sheet 1 27.04.20

Single tall door - Minimum DOOR LEAF height = 2300mm

Winkhaus lock preparations - Single tall door with KAS747 Threshold
Thermal Rebate Door

Route carrier and
both polyamides.

Route carrier and
first polyamide.

Lock rebate routing legend with an 8mm router.

590

KAS538-JCKL or KAS538-JCKR

574

KAS538-TDL

KAS538-LST

16

200

140

KAS538-JFKS

K
A

S
747

30

15

97

25

753

770

95 16

30

75 16

Single Doors - Sash
125

16

Trim bottom off lock extension  & shotbolt 
forends as necessary

70

35

Single Doors - Frame

95

KAS538-JFKS

KAS732

16

KAS745

75

75

8238

20

3 
@

 Ø
12

26
.5

26
.5

1039

Crop forend to 730

KAS538-MRM KAS538-SDSBEXT
KAS538-SDSB175

KAS538-SDSB372

450 175

372

125

16

85

16

or

315

Trim bottom of forend by 145mm

See Page 18.03.06 for lock components according to door height

Trim bottom of forend by 10mm



737

KAS538-JCKL or KAS538-JCKR

720

KAS538-SDL

KAS538-LST

1616

200130

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.

1039

KESTREL
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140

KAS538-JFKS

K
A

S
745

41

36

Kestrel Aluminium Systems©

97

25

753

770

95 16

30

75 16

Single Doors - Sash

130

16

Trim top/bottom off lock forend as 
necessary

70 28

19.03.12
Scale 1.8

Sheet 1 27.04.20

Single door - Minimum DOOR LEAF height = 1695mm

Single Doors - Frame

Trim top/bottom off keep forends as 
necessary

Winkhaus lock preparations - Single door Narrow Stile Profile with KAS745 Threshold

95

KAS538-JFKS

KAS7321

16

KAS745

Thermal Rebated Door - Narrow Stile

75

75

8238

20

3 
@

 Ø
12

Route carrier and
both polyamides.

Route carrier and
first polyamide.

Lock rebate routing legend with an 8mm router.

KAS494.31

Single door - Maximum DOOR LEAF height = 2300mm

K
A

S
49

4
.31

2020

Note:
In order to achieve door height 1695mm, bottom of lock needs to be 
cropped by 180mm and handle height lowered to 870mm.
Min door height with handle at 1050mm = 1875mm

1080



737

KAS538-JCKL or KAS538-JCKR

720

KAS538-SDL

KAS538-LST

1616

200130

Due to our policy of continued improvement Kestrel 
Aluminium Systems reserve the right to alter details and 
specifications without prior notice.
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140

KAS538-JFKS

K
A

S
747

30

Kestrel Aluminium Systems©

97

25

753

770

95 16

30

75 16

Single Doors - Sash

130

16

Trim top/bottom off lock forend as 
necessary

70 28

19.03.12
Scale 1.8

Sheet 2 27.04.20

Single door - Minimum DOOR LEAF height = 1695mm

Single Doors - Frame

Trim top/bottom off keep forends as 
necessary

Winkhaus lock preparations - Single door Narrow Stile Profile with KAS746 &KAS747 Thresholds

95

KAS538-JFKS

KAS7321

16

KAS745

Thermal Rebated Door - Narrow Stile

75

75

8238

20

3 
@

 Ø
12

Route carrier and
both polyamides.

Route carrier and
first polyamide.

Lock rebate routing legend with an 8mm router.

KAS494.31

Single door - Maximum DOOR LEAF height = 2300mm

K
A

S
49

4
.31

2020

Note:
In order to achieve door height 1695mm, bottom of lock needs to be 
cropped by 180mm and handle height lowered to 870mm.
Min door height with handle at 1050mm = 1875mm

1069

K
A

S
746
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